


DETAILED SPECIFICATIONS
Dell™ UltraSharp™ 3008WFP 30-inch Widescreen Flat Panel Monitor

e Comprehensive screen adjustability options:

'y Viewable Image Size 30" widescreen
: Preset Display Area 677.3mm (horizontal), 434.8mm (vertical)
| 26.67" (horizontal), 17.12" (vertical)
E Optimal Resolution’ WQXGA 2560 x 1600
; Pixel Pitch 0.2505mm
AR
1) Height Adjustment 2) Tilt (3° forward and 19° Brightness (Typical) 370cd/m?
(90mm up or down) backward)
Color Gamut (Typical) TrueColor Technology (117%)?

Dynamic Contrast Ratio (Typical) 3000:1

Viewing Angle (Typical) 178° (horizontal)/178° (vertical)
Response Time (Typical) 8ms grey to grey
3) Swivel (30° left and right) Panel Surface Anti-glare

e 4 USB 2.0 high speed ports for easy

nnection of peripheral devi h
connection of periphera devices such as Available Connectors VGA (Analog), DVI-D (Digital) with HDCP, S-Video,
cameras, USB keys or mouse. Composite, Component, HDMI, DisplayPort

e Fasy-to-reach integrated 9-in-2 card reader
allows easy download of photos or files,
without needing to reach under the desk. Height Adjustment Yes (90mm up or down)

- Swivel Yes (30° left and right)
--077 (‘ Tilt Yes (3° forward and 19° backward)
{ VESA Mounting Support Yes (100mm)
R UsB 4 USB 2.0 ports
o Media Card Reader 9-in-2 card reader
e Cable management feature keeps your Security Kensington security port

desk neat and clutter-free.

Power Rating 100 to 240 VAC/50Hz/60Hz =/-3Hz/2.5A (Max)

Power Saving Mode <2W

Physical Dimension (HxHxWxD) 22.52" (extended) x 18.98" (compressed) x 27.43" x 9.35"
- (with stand) 572.11Tmm (extended) x 482.11mm (compressed)
X 696.67mm x 237.43mm

Net Weight (Est) 15.6kg (34.36lbs)

With Packaging 18.8kg (41.41lbs)

TECHNOLOGY LEADERSHIP

RECYCLING
‘ Dell recommends that customers disp
- used computer hardware, including m

environmentally sound manner. Potenti
include reuse of parts or whole products and recyclin
UNCOMPROMISING VALUE components and/or materials. For more information,
visit http://dell.com/recycling_programs and
‘Www.delI.com/environmen‘[

'A dual-link graphics card is required to support 2560x1600 resolution.

2Color Gamut (Typical) is based on test standards: CIE1976 - 117% and CIE1931 - 100.6%
377% more content claim: Content comparison based on Dell 3007WFP-HC pixel count of

WORLD c'-Ass SERVICE & SUPPORT 4,096,000 (2560 Horizontal x 1600 Vertical) and Dell 2407WFP pixel count of 2,304,000

(1920 Horizontal x 1200 Vertical).

: Repl

1t part or unit will be dispatched if necessary
following phone-based troubleshooting in advance of receipt of returned defective
unit. Availability varies.

Other conditions apply. Defective unit must be returned. Replacements may be
refurbished. Applies to all Dell monitors.

**Limited warranties : For a copy of our guarantees or limited warranties, please
write Dell USA L.P.,, Attn: Warranties, One Dell Way, Round Rock, TX 78682. For
more information, visit www.dell.com/warranty.

Copyright 2007 Dell Inc. All rights reserved.

Uberreicht durch: Hanauer Strale 58 + 80992 Miinchen
Fon: 089/898 678-0 « Fax: 089/898 678-24

Bgm.- Str. 31a « 86199
== SySte' I lworl(x Fon: 0’;;1/998 648-1 « Fax: 0821/998 613—3“
[T-Losungen erleben LindenstraBe 6 + 65550 Limburg

Fon: 06431/4784-19 « Fax: 06431/4784-23
i kx.de / www. de



elu
SWX-Stempel-Überreicht




